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Yonder 30 kW SiC-based
1t's what's next DC‘DC Converter




» Yonder

- 30 kW SIiC-based DC-DC Converter

Voltage range 300 Vdc - 825 Vdc
DC input Rated input 050Vdc
Maximum current H0A

Voltage range 150 Vdc - 1000Vdc (settable)
Current range O ~ 100A (current limiting point Is
DC output settable)
Rated Power 30kW at = 300Vdc output
Steady voltage stability <+0.5 %
Steady current stability < +1% (rated range of 20% ~
100% for output load)

Efficiency  JAt nominal input voltage of 400Vdc > 95.0%
and load from 60%~100%

Communication with CAN Bus Interface.
Communication Controller/PLC
Controller/PLC to EMS server Profinet/Profibus
Address Dial switch for Module

address setting

EMC Emission Class B Accto IEC 61000-6-3
- Immunity According to IEC 61000-6-1
[ @  Madmg ) 00 0c& 000

Operation temperature -40°C ~ +7/5°C, derating is needed

when the temperature is above 55°C.

Environmental Storage temperature -40°C ~ +/70°C
conditions Relative humidity < 95%RH, without condensation
Cooling mode Forced air cooling
Atmospheric pressure /9 kPa ~ 106 kPa
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» Yonder

- 30 kW SIiC-based DC-DC Converter

Atmospheric pressure 2,000 m a.s.l., derating Is needed

when the altitude i1s above 2,000 m

a.s.l.

Current sharing In case of load of 20%~100%, the
module current sharing error < rated
output current of £1 A.
Parallel operation Maximum 45 modules
Noise < /5dB (1m away,ambient
temperature Is 25°C, under rated
Input voltage and output
1s1000V-30A
Other Protection Input and output Over Voltage, Low
Voltage.Output over current, short
circuit Protection Over temperature
MTBF > 300,000 Hours
Insulation resistance The insulation resistance of DC part
and AC part to housing and the AC
part to the DC part shall be.
> 10M(2.

Mechanical Size 110Mm (H) x385mm (W)
x395mm (D)
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